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DIRECTIONS NotEs: ol ow | FEvision o
ALL DIRECTIONS ARE GRID AZIMUTHS - GAGES USED MERE TAKEN FROM GAGE BOARD .S.
i INORIATION DEPICTED O THIS MAP REFERFED TO NORTH ZER0. b ROk TE YADKT ‘cLUBALCNG THE WK MAY NEXT o THE Bt U-S- ARMY ENGINEER DISTRICT» DETROIT
ON THE DATES TNDICATED AND CAN DALY BE PROJECT DEPTHS TING PRk Ve AR oM BN. GLUB LOCATED AT N-H- DETROIT. MICHIGAN
CONSIDERED AS INDICATING THE GENERAL [ [DESTGNED BT+
CONDITIONS AT THE TIME, PROJECT DEPTHS ARE AS INDICATED ABOVE. 2. POSITIONS MERE DETERUINED BY 0P8 e BRI LAKE ST. CLAIR+ MICHIGAN
LOW VATER DATIM T ATOMTED ELECTRONIO SIRVEY WAS DETROTT - TG TOMN — FRESUENGY $19 KL, 200 BPs e PEACH TSLAND RANGE
ELEVATIONS ND PROJECT DEPTHS ARE GO TH USACDE. SURVEY LANGH 3o45. 3. TRANSDUCER FREQUENCY USED TO MEASLRE DEPTH et0 10 o, 803400
5 AT AR DATA WAS 208 KHZ AND THE BEAN ANGLE WAS 3.0 DEGREES. s 5.
AT 118555 AT LCVAT (O BTIT ET. AGOVE AUTOMATED EQUIPMENT USED 12 AUG 1989
NEAN WATER LEVEL AT FATHER POINT, QUEBEC.
PasITIONINGS STARLINK DoPS DETROIT AREA OFFICE
GRID COORDINATES DATA PROCESSOR: DELL_PC _
SOHTWARES COSTAL OCEANOGRAPHICS PR FeCTmevaEDT
GRIDS SHONN ARE BASED ON NATIONAL PLOTTER: ENCAD, CADJET 2
GEQDETIC SURVEY PROJECTION TABLES. SONIC SOUNDERs INNERSP/ 448 100' 80" g 100" ‘?ﬂ‘ OATE.
STATE OF MICHIGAN» SOUTH ZONE (2113)s 1 - 100"
LAMBERT PROJECTION. 1883 NORTH ANERICAN DATUM. [SCALE As SHOWN
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